
Stepgages for accuracycontrol of CoordinateMeasuringMachines

ÅStepgages

ÅAccessories

ÅEvaluation Software

ÅTraining



Productrange

ÅAvailablein followinglength:
300, 500, 700, 1060, 1100 and
1540mm.
ÅOther lengthon demand

ÅCeramicgaugecylindersØ8.5x20mm
ÅStepdistanceof the cylinders40mm
ÅProfile 55x55mm
ÅTemperaturescaleat the stepgage
ÅMarkedwith Bessel restpoints
ÅGalvanizedsurfaces
ÅAluminium transportbox
ÅOption: Calibrationwith certificate

Practice

All CoordinateMeasuringMachines  
shouldhavea permanent control of
its accuracy. Forthis youcanusea  
stepgagefor a veryfast measurement.

All stepgagesmore then 300 mm 
lengtharefixableon a universal 
fixture. Thisfixture youcanrotate and
also swivelfor justifydifferent 
positions.

Forthe 300mm stepgagethere isa 
specialstand with several
postpositions.

Characteristics
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Accessoriesfor stepgage

ÅStand for SG 300mm (severalpostpositions)

ÅFixturefor SG 500 - 1100mm
(Rotate- Swivel)

ÅFixturefor SG 1100 - 1540mm
(Rotate- Swivel)

ÅFixed postpositions(horizontal-vertical)
35° | 0° | 90°

ÅDirect installationon CMM table
- centralbore

ÅIn aluminiumbox

ÅStandpipes andadapterscanbeordered
seperately
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ITI-Check is independentof your
CMM-Type

Foreverysaved .txt file youcan
programma specialadapterto read
in the values

ForZeiss Calypso userwe candeliver
a PCM programto measurethe
stepgage

Independent of CMM-Type

With the universal evaluation
softwareITI-Check youcanhavea 
completeacceptancerecordof your
CMM

Wesupport 1D- and3D-
measurements. With the standard
ISO10360 youalso measurea 
spherewith 25 points

The evaluationmodecanbe
choosedby ISO10360 or
VDI/VDE2617

Evaluation Software ITI-Check

Training

Foran effectiveusageof the
evaluationsoftwarewe offer a 
training lessonfor 1day
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DKD - Calibration

Weoffer a DKD-Calibrationfor the
stepgage.

Theraretwo different calibrations
called:  Niveau1 andNiveau2

Niveau 1 :
U=0.1µm+0.5x10-6xL (L=LengthSG)

Niveau 2 :
U=0.2µm+0.5x10-6xL (L=LengthSG)

Specifications

Measuringrange(total length) in mm

Standard length:
Å300 (320)
Å500 (520)
Å700 (720)
Å1060 (1080)
Å1100 (1120)
Å1540 (1560)

Other lengthon demand
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Programing- Adaption of accuracy- GearMeasurement - Reverse Engineering - Freeform/ Curve - Training

Value service

Visit usin Oberndorf

IndustrieTeamServiceGmbH
Teckstraße13
D-78727OberndorfamNeckar

Phone +497423/ 8767-0
Fax +497423/ 2023
Email info@its-team.de
Homepage www.its-team.de

Industrie Team Service GmbH


